This Page Is Inserted by IFW Operations 
and is not a part of the Official Record 

BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Activate 
secondary display 
and route 
video signals 
to it instead of 
to primary 
display 
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System 
clock initiates 
periodic polling 
of primary display 
failure detection 
and operator 
commands, 
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Has 
primary 
display 
failure been 
detected? 



Yes 
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Has 
operator 
initiated a 
reversion to the 
backup 
display? 



Yes 
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Deactivate 
primary display 
to place it in 
a quiescent, 
fully transparent 
state. 
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Activate 
secondary display 
and route 
video signals 
to it instead of 
to primary 
display 
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Deactivate primary 
display's dynamic 
opaque back layer, 
making it transparent; 
activate secondary 
display's dynamic 
back layer, making 
it opaque. 
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FIGURE 9 




FIGURE 11 (reference numbers refer to elements in Figure 8) 
All Secure Displays are initialized in the Deactivated State 
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User 
Login to 
System Sets 
Security Flags 
That Determine 
Which Displays 
Are Active. 
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Login 
Flag Set 
For the First 
Security Level 
For This 
System 
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Yes 



Activate Display 800 
That Is Specifically 
Associated With 
The First Level of 
Security Clearance. 
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Login 
Flag Set 
For the Second 
Security Level 
For This 
System 



Yes 



Activate Display 801 
That Is Specifically 
Associated With 
The Second Level of 
Security Clearance. 
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Login 
Flag Set 
For the Second 
Security Level 
For This 
System 
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Yes 



Activate Display 802 
That Is Specifically 

Associated With 
The Third Level of 
Security Clearance. 
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Deactivate All Secure 
Displays And Revert 
To Login Mode 
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User 
Logs Out of 
System OR Other 
Semaphore Is 
Activated That 

Flags for 
Deactivation. 



FIGURE 12 (reference numbers refer to elements in Figure 9) 
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Encode the line of 
intersection between 
the 3-D solid object 
and the virtual plane 

of the selected 
display and generate 
that image on said 
display. 
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Figure 13 




Figure 14B 



Hardwire a first 
module to display 
unclassified 
information 



Hardwire a second 
module to display 
confidential 
information 



Hardwire a third 
module to display 
secret information 
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Figure 15 



